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Introduction: 

Using polyester, polyamide, nylon, etc. chemical 
synthetic fibers, in accordance with different diameter 
and density of them, make into a conformation of the 
increase in density by non-woven process, it has a 
property of high permeability, low initial resistance and 
high dust collection rate; 

Using different melting point of exterior and interior of 
the fiber,thick and thin fibers was fused together by hot- 
melt fibers, without any chemical adhesives; 
The contacts between the fibers are strong. The 
integration between the fibers is closer, and the fiber is 
not easy to shed. 

Low flammability, fire resistance measures up to 
Deutsche industry norm DIN53438F1; 
Can be washed repeatedly; 

Can be with galvanized steel or aluminum alloy frame 
and also expanded metal on the exhaust side, to 
effectively prevent deformation of the separator under 
high-speed airflow. Do you want to have the HE PA Box ? 
See more at: http://www.hefilter.com/Air-filters/Air- 
filters 2.shtml 



Introduction: 

Trapping 40~60% of >5.0|-im particles; 
Using special low-resistance and high-throughput non- 
woven fabrics as the filter material, with a high dust 
containing capacity; 

Frame can be made of cardboard, galvanized steel sheet 
or aluminum alloy. 

The product HEPA filter we supply is the best. 
Application: Suitable as pre-filter used to protect high- 
performance filters, and clean room ventilation system 
filters. 

See more at: http://www.hefilter.com/Air-filters/Air- 
filters 2.shtml 




Introduction: 

Using import polyamide monofilament basl<etworl< as 
filter material, with the characteristics of high wear 
strength, long service life and good combined effect; 
With High dust collection rate, low initial resistance and 
good dustproof performance, the filter can be washed 
repeatedly; 

Using ultra-thin aluminum foil as the frame which can be 
made into a interlinked group with handle. Replacement 
of the filter is safe, simple and convenient. 
The HEPA diffuser is best for your house! 
Application: Suitable as pre-filter in ventilation systems 
of office buildings, conference rooms, hospitals, 
shopping malls, recreation centers, airports and other 
huge civil architecture, as well as general factories and 
clean rooms. 

See more at: http://www.hefilter.com/Air-filters/Air- 
filters 2.shtml 




Introduction: 

Glass Fiber Paint Separator: Using long glass fiber to 
make into a conformation of the increase in density by 
non-woven process; 

The glass fibers are strong, resilient, and with high 
efficiency, low resistance characteristic to catch paint 
mist; 

The structure of gradually increase the density of fibers 
can block particles of various sizes at the levels of 
different density. It has a large capacity of dust quantity; 
With good wet fastness, operating humidity can 
belOO%RH; 

Coloring differentiates the direction of catching dust, the 
/ white as a inlet side and the green as a outlet side; 
Can be with galvanized steel or aluminum alloy frame 
and also expanded metal on the exhaust side, to 
effectively prevent deformation of the separator under 
high-speed airflow. The HEPA Air Filter is available for 
you home! 

See more at: http://www.hefilter.com/Air-filters/Air- 
filters 2.shtml 




Introduction: 

Using polyester, polyamide, nylon, etc. chemical 
synthetic fibers, in accordance with different diameter 
and density of them, make into a conformation of the 
increase in density by non-woven process, it has a 
property of high permeability, low initial resistance and 
high dust collection rate; 

Using different melting point of exterior and interior of 
the fiber,thick and thin fibers was fused together by hot- 
melt fibers, without any chemical adhesives; 
The contacts between the fibers are strong. The 
integration between the fibers is closer, and the fiber is 
not easy to shed. 

Low flammability, fire resistance measures up to 
Deutsche industry norm DIN53438F1; 
Can be washed repeatedly; 

Can be with galvanized steel or aluminum alloy frame 
and also expanded metal on the exhaust side, to 
effectively prevent deformation of the separator under 
high-speed airflow. Give you some tips about HEPA Filter 
Terminal Box . 

See more at: http://www.hefilter.com/Air-filters/Air- 
filters 2.shtml 





Once you have any questions, you can 

contact us: 
Tel: +86 21 67632698 
Mail: echo@hefil.conn 



